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The UMA Abutment (tissue extension), like the
PME Abutment, is an intermediate component
made to fit between the implant and the restora-
tion. The UMA has a standardized fitting sur-
face, which allows the UMA restorative compo-
nents to be interchangeable regardless of the
implant type. The UMA Healing Cap protects the
UMA until the restoration is delivered. The
Bridge Tapered UMA Impression Coping trans-

fers the UMA position while the Hex UMA
Impression Coping transfers the hex orientation of
the UMA Abutment. The UMA Analog replicates
the UMA for the model. The UMA Hex or Non-Hex
Plastic Cylinders are used to make frameworks for
bridges or bars. The UMA CAL System is used for
a passive fit technique. For restorations the fit
directly to the implant refer to the Direct UCLA
System for the specific implant type.

UMA ABUTMENT 

UMA COMPONENTS

Description Dimensions Intended Use Order #  Order #

UMA Abutment  Tissue Extension Height Tissue Extension / Abutment

UMA, Abutment H=1.5mm N/A 11-001715
UMA, Abutment H=2.0mm 11-001702 11-001720
UMA, Abutment H=3.0mm 11-001703 11-001730
UMA, Abutment H=4.0mm 11-001704 11-001740
UMA, Abutment H=5.0mm 11-001705 11-001750
UMA, Abutment H=6.0mm 11-001706 11-001760
UMA, Abutment H=7.0mm N/A 11-001770

Components—To Fit UMA Abutment / Tissue Extension
Healing Cap  Tissue Healing / Management One Thread Size Fits All UMAs
UMA Healing Cap H=2.0mm ø=4.5mm 11-002120 
UMA Healing Cap  H=4.0mm ø=4.5mm 11-002140 
UMA Healing Cap  H=6.0mm ø=4.5mm 11-002160 

Impression Coping  Impression Taking / Transfer Timing
UMA Impression Coping Tapered, one piece  11-000080 
UMA Impression Coping Hex with .050" Hex Guide Pin, two piece  11-000090 

Analog Model Fabrication
UMA Analog, Brass 11-000015 

CSP (Cylinder, Screw & Plug)  Crown & Bridge / Bar Restorations
UMA Hex Cylinder (blue), Ti .050" Hex Screw & Occlusal Plug 11-000202 
UMA Hex Cylinder (blue), Ti Slot Screw & Occlusal Plug 11-000201 
UMA Non-Hex Cylinder (yellow), Ti .050" Hex Screw & Occlusal Plug 11-000252
UMA Non-Hex Cylinder (yellow), Ti Slot Screw & Occlusal Plug 11-000251

CAL Cylinder (Passive Fit) Bars / Fixed Detachable
UMA CAL Cylinder, Ti .050" Hex Screw, Waxing Sleeve & Spacer 11-000452 
NOTE: Slot Screws (#11-000051) may be ordered separately.

PARTS (Refer to UMA Section of Manual for complete parts & tools)
UMA .050" Hex Titanium Screw, only 11-000052
UMA, Short Bar Cylinder only, Red 11-000270
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Healing Cap Impression Coping Impression Coping Analog CSP CSP CAL Cylinder 
Tapered 1 piece Hex 2 piece Brass Hex Cyl, Hex screw Non-Hex Cyl, Hex Screw

Steri-Oss® Compatible Components

Original Non-Hex 3.25 & 3.8
UMA SystemIndirect

Components

To Order: 800-999-3003 • 650-340-0393
Additional Information: www.attachments.com
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The PME Abutment (tissue extension), like the
UMA Abutment, is an intermediate component
made to fit between the implant and the restora-
tion. The PME, a tissue extension made by Steri-
Oss, fits directly to the implant. The non-hex
cylinder fits the PME and is fastened with the
titanium .050" hex screw. A Ti healing cap and a

1-piece Ti tapered impression coping are now
available. Two analogs are available, a stainless
steel and a copper analog. The copper PME ana-
log may be used with EDM Spark Erosion
process. For restorations the fit directly to the
implant refer to the Direct UCLA System for the
specific implant type.

PME ABUTMENT 

COMPONENTS TO FIT PME

Description Dimensions Intended Use Order #  Order #

Components—To Fit PME Abutment / Tissue Extension
Healing Cap  Tissue Healing / Management
PME Healing Cap, Titanium H=3.0mm ø=4.5mm 48-002130 48-002130

Impression Coping Impression Taking / Transfer Timing

PME Tapered One Piece Impression Coping, Titanium   48-000080 48-000080

Analog Model Fabrication

PME Analog, Stainless Steel   48-000015 48-000015
PME Analog for EDM Spark Erosion only, Copper   71-248015 71-248015

Non-Hex Cylinder & Screw Crown & Bridge / Bar Restorations

PME Non-Hex Plastic Cylinder & .050" Hex Screw 48-000252 48-000252
PME Non-Hex Plastic Cylinder only 48-000250 48-000250
PME .050" Hex Screw only   48-000052 48-000052

INSERTION TOOLS
BIO-TORQ Tip ORS / DB Hex 2.5mm 59-100140 
BIO-TORQ Wrench 30 N/cm 59-100030
BIO-TORQ Socket 59-100190
BIO-TORQ Adapter for Nobel Biocare Wrench 59-100193

LT/RA Latch Tip ORS / DB Hex 2.5mm 58-100140 
LT/RA RA Hand Driver 58-100000
LT/RA RA Handle / Socket 58-100190
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Impression Coping Analog,  SS or Copper Cylinder & Screw 

Steri-Oss® Compatible Components

Original Non-Hex 3.25 & 3.8
PME SystemIndirect

Components

To Order: 800-999-3003 • 650-340-0393
Additional Information: www.attachments.com
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Three types of overdenture attachments are most commonly
used to directly screw into the implant—the Dalla Bona, the
ORS, (O-Ring system) and the Locator. Connectors are made
of titanium. Dalla Bona male, ORS male and Locator female
are sold separately by tissue height. The DB Female Kit

includes 1 adjustable female, 1 spacer and 1 brass analog.
The ORS Female Kit includes 1 gold plated retainer ring, 3
white final & 3 red processing O-Rings and 1 brass analog. The
Locator Male Complete includes 3 plastic color coded males, a
metal housing with black processing male and spacer.

OVERDENTURE STUD TYPE ATTACHMENTS

A

DB 
3.25

A

Description Tissue Height Order #  Order #

Dalla Bona (A)
Dalla Bona, male only H=1mm 48-343013 48-443013
Dalla Bona, male only H=2mm 48-343023 48-443023
Dalla Bona, male only H=3mm 48-343033 48-443033
Dalla Bona, male only H=4mm 48-343043 48-443043
Dalla Bona, male only H=5mm 48-343053 48-443053
Dalla Bona, male only H=6mm 48-343063 48-443063
Dalla Bona, male only H=7mm N/A 48-443073
Dalla Bona, Implant Ti Female Kit, includes Female, Spacer & Analog 40-430002 40-430002
Allegro, Implant Female Kit (option for Dalla Bona female) (B) 40-730002 40-730002
includes Metal Housing, 4 Females, Spacer &  Brass Analog 

ORS, O-Ring System (C)
ORS, male only H=1mm 48-344013 48-444013
ORS, male only H=2mm 48-344023 48-444023
ORS, male only H=3mm 48-344033 48-444033
ORS, male only H=4mm 48-344043 48-444043
ORS, male only H=5mm 48-344053 48-444053
ORS, male only H=6mm 48-344063 48-444063
ORS, male only H=7mm N/A 48-444073
ORS, Implant Female Kit 40-440002 40-440002
includes Retainer Ring, Analog & 3 red processing & 3 white final O-Rings    

Locator System (D)
Locator Implant Female only H=0mm N/A 63-008651
Locator Implant Female only H=1mm N/A 63-008652
Locator Implant Female only H=2mm N/A 63-008653
Locator Implant Female only H=3mm N/A 63-008654
Locator Implant Female only H=4mm N/A 63-008655
Locator Male Complete 63-008519
Locator Extended Range Male Complete 63-008540
Locator Extended Range Replacement Male, 3 lbs retention, green (4) 63-008547
Locator Extended Range Replacement Male, 2 lbs retention, orange (4 63-008915
Locator Extended Range Replacement Male, 1.5 lbs retention, red (4) 63-008548

PARTS & TOOLS
For complete list of Dalla Bona, Allegro, ORS & Locator Parts and Tools refer to next page.

To Order: 800-999-3003 • 650-340-0393
Additional Information: www.attachments.com

Small Diameter Steri-Oss 3.25 Non-Hex (Flat Top) Implant 
Medium Diameter Steri-Oss 3.8 Non-Hex (Flat Top), also fits 3.5 and 4.0 Non-Hex Implant 

SD
MD

H

H

C C

DB 
3.8

ORS 
3.25

ORS 
3.8

D

H

Locator
3.8

Steri-Oss® Compatible Components

Original Non-Hex 3.25 & 3.8

B
Allegro Implant Female Kit

Optional for DB

or

Overdenture 
Attachments



To Order: 800-999-3003 • 650-340-0393
Additional Information: www.attachments.com

All product names referenced herein are trademarks of their 
respective companies, refer to inside back cover of this manual.
© Copyright 2007 Attachments International, Inc., San Mateo, CA

238

Steri-Oss®

Original Non-Hex 3.25 & 3.8
Compatible Components

Dalla Bona, ORS,
Locator
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OVERDENTURE STUD TYPE ATTACHMENTS – PARTS & TOOLS

Dalla Bona Activating Tool

Dalla Bona Deactivating Tool

Locator Core Insertion/Removal Tool

Male 
Removal Tool

Out Position

In Position Male Seating Tool

Female 
Triangular

Seating Tool

Interior .050" hex for insertion

Parts & Tools 
for Overdenture 

Stud Type Attachments
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Male Retention 
Sequence 

Least to Most:
Blue - Pink - Clear

Extended Male 
Retention Sequence 

Least to Most:
Red - Orange - Green

2 lbs.

PARTS: Description Dimensions Order #

DALLA BONA FOR IMPLANTS
Dalla Bona, Implant Female Kit: includes Female, Spacer & Brass Analog 40-430002  
Dalla Bona, Resilient Female, Gold  FH=3.1mm 97-430282
Dalla Bona, Resilient Female, Titanium  FH=3.4mm 99-451012
Dalla Bona, Resilient Female, Plastic (4)  FH=3.5mm 99-430282
Dalla Bona Hex Analog, Brass (2) 40-430017 
Dalla Bona Hex Spacer, Brass (2) 40-430016
PVC Ring (6), replacement ring for Dalla Bona female 97-430200

ORS FOR IMPLANTS
ORS, Retainer Rings (6) H=2.0mm ø=5.1mm 99-440044  
ORS, Combo O-Rings: 6 blue, 6 red (processing), 6 wt, 6 blk          Outside ø=4.5mm  Inside ø=1.4mm 99-443037  
ORS, Implant Female Kit: includes Retainer Ring, Brass Analog and 3 red processing & 3 white final O-Rings 40-440002 
O-Ring Hex Analog, Brass (2)  40-440017

LOCATOR FOR IMPLANTS
Locator Male Complete 63-008519

Includes 1 metal housing with a black nylon processing male, spacer, 
3 final nylon males: 1 clear 5lbs, 1 pink  3lbs & 1 blue 1.5lbs retention

Locator Male Extended Range Complete 63-008540
Includes 1 metal housing with a black nylon processing male, spacer, 
green nylon ex range male 3 lbs retention, orange nylon 
ex range male 2 lbs retention and red ex range male 1.5 lbs retention

Locator Replacement Males Inserts, retention 5 lbs, clear (4) 63-008524
Locator Replacement Males Inserts, retention 3 lbs, pink (4) 63-008527
Locator Replacement Males Inserts, retention 1.5 lbs, blue (4) 63-008529
Locator Extended Range Replacement Male, 3 lbs retention, green (4) 63-008547
Locator Extended Range Replacement Male, 2 lbs retention, orange (4) 63-008915
Locator Extended Range Replacement Male, 1.5 lbs retention, red (4) 63-008548
Locator Impression Male 63-008505
Locator Female Analog Standard 4mm 63-008530
Locator Female Analog Wide Platform 5-6mm 63-008516

TOOLS
BIO-TORQ Wrenches, Socket & Driver
BIO-TORQ Wrench 10 N/cm 59-100010
BIO-TORQ Wrench 20 N/cm 59-100020
BIO-TORQ Wrench 30 N/cm 59-100030
BIO-TORQ Wrench 35 N/cm 59-100035

BIO-TORQ Socket 59-100190
BIO-TORQ Extension 59-100195
BIO-TORQ ORS / Dalla Bona Tip/Driver 59-100140  
BIO-TORQ Locator Tip/Driver 59-100146 short 59-100147 long 

LT/RA DRIVER
LT/RA RA Hand Driver 58-100000
LT/RA RA Handle / Socket 58-100190
LT/ RA ORS / Dalla Bona Tip 58-100140
LT/RA Locator Tip/Driver 58-100146 short 58-100147 long 
Dalla Bona Activating Tool, Blue 99-451017
Dalla Bona Deactivating Tool, Yellow 99-451018
Locator Core Insertion/Removal Tool 63-008393
Locator Male Removal Tool only 63-008397
Locator Parallel Posts (4) 63-008517

ALLEGRO (for replacement parts see Allegro OD section page 99)
Allegro OD/DE Micro/Regular Insertion Tool 73-410162
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The BIO-TORQ (B-T) and LT/RA Systems were designed to
facilitate the insertion of implant components. The BIO-
TORQ insertion tips may be utilized with the BIO-TORQ

hand held socket or the BIO-TORQ wrenches. The LT/RA
(latch type) tips are used with right angle handpiece type
drivers.

INSERTION DRIVERS

Description Order # Order #  

BIO-TORQ LT/RA Driver
Hand Held Socket / Handle (A) 59-100190 58-100190
BIO-TORQ Extension  (B) 59-100195 N/A
BIO-TORQ Adapter for Nobel Biocare Torque Wrench 59-100193 N/A
Slot Tip Short 59-100110 58-100110
Slot Tip Long (C) 59-100115 58-100115
.050” Hex Tip Short 59-100120 58-100120
.050” Hex Tip Long (D) 59-100125 58-100125
ORS / DDB / PME Tip (E) 59-100140 58-100140
Locator  Tip, Short  59-100146 58-100146
Locator Tip, Long  59-100147 58-100147
UMA Tip Short (F) 59-100150 58-100150
UMA Tip Long  (G) 59-100155 N/A

There are numerous options for implant bar restorations available today. To
simplify your search, we have selected the most proven and popular sys-
tems on this page. For a complete listing of all bar system components,
refer to the Bar and Clip Quick Reference Charts. 
Most implant bar restorations involve from 2 to 5 implants. The ideal
implant bar system incorporates a bar and retentive clips in the anterior
section and locking pin attachments distally for support and stability.
The Hader-EDS Bar Master kit is the preferred choice. The CM Gold Clips
may be used as an alternative. The locking SwissLoc NG is the preferred
distal attachment to prevent lift-off and still provide resiliency. The Lew is a
viable alternative.
For Laser Welding Technique, use only titanium bars and posts.
Recommended parts needed for a successful bar restoration. For a 
complete listing of Ideal Bar Restoration parts see Branemark Section.

IDEAL BAR SYSTEM

Note: For Slot Screws do not exceed 10 N/cm of torque.
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Steri-Oss® Compatible Components

Original Non-Hex 3.25 & 3.8

PPM Bar 
0 degree

Hader-EDS 
Clips

SwissLoc
Attachments

Hader-EDS
Bar

Hader-EDS 
Housing

Description Order #

HADER-EDS BAR MASTER KIT 99-531005
Master Kit includes 6 yellow plastic clips, 6 metal housings, 2 seating tools and 2 short plastic bars (50mm) 

SWISSLOC NG ATTACHMENT
SwissLoc NG 4.0 mm *L=4.5mm  Housingø=3.4mm  Plungerø=1.5mm X 89-600040
SwissLoc NG 6.0 mm *L=6.8mm  Housingø=3.4mm  Plungerø=1.5mm X 89-600060
SwissLoc NG 7.5 mm *L=8.0mm  Housingø=3.4mm  Plungerø=1.5mm X 89-600075

PPM PLASTIC BAR PATTERNS (50mm)
PPM Bar 0 degree (3 short 3.7mm, 3 tall 8.0mm), blue 99-560000
PPM Bar 2 degree (3 short 3.7mm, 3 tall 8.0mm), red 99-562000
PPM Bar 4 degree (3 short 3.7mm, 3 tall 8.0mm), yellow 99-564000

Overdenture 
Bar Restorations
Insertion Drivers
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STANDARD DRIVERS, B-T WRENCHES & LT/ RA DRIVER

To Order: 800-999-3003 • 650-340-0393
Additional Information: www.attachments.com

The Lapping tools are used with diamond polishing
paste to refine the fitting surface of the cast cylinder.
We recommend that you use it not more than 5-6
times. For  superior restorations, you may want to use
the 1 micron white diamond lapping paste. (F)

LAPPING TOOLS

Description Order #

Steri-Oss / Integral Lapping Tool and Guide Pin, SD & 3.8 45-000155
UMA, Lapping Tool and Guide Pin 11-000155

F

Description Order #  

Standard Drivers and FG Drivers
DDS .050" Hex Driver  (A) 11-000007
DDS Slot Screwdriver  (B) 11-000005
Lab .050" Hex Driver  (C) 11-000006
Friction Grip Driver  (D) 11-000004

BIO-TORQ Wrenches & LT / RA Driver
BIO-TORQ Wrench 10 N/cm 59-100010
BIO-TORQ Wrench 20 N/cm 59-100020
BIO-TORQ Wrench 30 N/cm 59-100030
BIO-TORQ Wrench 35 N/cm 59-100035
LT / RA Driver 58-100000

A B C D

Steri-Oss® Compatible Components

Original Non-Hex 3.25 & 3.8

The carbide reamers are used to refine the inter-
nal access hole of a castable cylinder. They also
refine the seat for the head of the screw. Each
carbide reamer and Pin Vise are sold separetly.
The Pin Vise will fit all carbide reamers. (E)

REAMERS

Description Order #

Reamer, UMA Abutment Carbide .0880" (also fits IMZ & Paragon UCLA Cylinders) (requires Pin Vise 40-000150) 11-000155
Pin Vise for Carbide Reamers .002 - .130" 40-000150

Reamer

Pin Vise E

Tools
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